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 URCV4-320L

N MT

4 7,5

kg L W H MIN/MAX

660 / 920 3320 1450 2550 / 7500

40° C

1000 mslm

60,00%

PHARES MAX HEIGHT 

TYPE

320W LED
 

The UR towergen range is designed to be  combined with CGM

 

1500rpm series generatng sets.

 

The models available are:

-10P-14P-20P with 1500rpm PERKINS diesel engine

-7,5LW-10,5LW-15LW-20KH-25KH  with 1500rpm KOHLER diesel engine

The images are only for demonstraton purposes

WEIGHT DIMENSIONS [MM]

ENVIRONMENTAL CONDITIONS

Temperature 
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URCV4-320L

4 x 320W 

LED

lm 41550

4500 @ 5 lux

mt 7,5

355°

km/h 100

kVA (kW)

V – Hz

Lt 50 / 120

hr

Hp (kW)

cc

1500

4

AVR

LIGHTING DETAILS

Lu
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 –
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ig
ht

Headlights

Headlights type  

Lumen each

Lightable area m2

TECHNICAL DETAILS
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Max height

 Lifing system type Manual

Rotaton

Maximum wind resistance

Prime power  TBD [SEE GEN-SET DATA SHEET]

Voltage and frequency  TBD [SEE GEN-SET DATA SHEET]

Tank capacity 

Autonomy with working headlights  TBD [SEE GEN-SET DATA SHEET]
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Engine  TBD [SEE GEN-SET DATA SHEET]

Engine power  TBD [SEE GEN-SET DATA SHEET]

Nr. of cylinders  TBD [SEE GEN-SET DATA SHEET]

Displacement  TBD [SEE GEN-SET DATA SHEET]

Aspiraton Aspirato – Nat. Aspirated – Aspiré 

Cooling system  Acqua – Water – Eau

Rpm

Al
te

rn
at

or
e

 –
 A

lte
rn

at
or Alternator  TBD [SEE GEN-SET DATA SHEET]

Number of poles 

Type B rushless

Regolazione della tensione – Voltage regulaton – Régulaton de la tension

All data can be found out in the original technical datasheet of the engine and the alternator. Values shown are nominal values, they can change in every moment and without warning.
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OPTIONALS

STANDARD EQUIPMENT

 7,5mt height telescopic rod

  Telescopic rod with manual lifing system
   

 
n.4 320W LED lights 

 Manual headlights positoning

 Electric control panel

 Diesel engine 

 Single-phase o triple-phase alternator 

 12V batery 

 68dB(A) at 7mt soundproofed canopy

 First oil flling 

 Slow towing trailer 

 n.4 guides for forklif forks 

 n.4 stabilizers

Optonal fuel tank 120lt

Diferent number, power and kind of lights (halogen, metal halide, led)
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